
N 
0 
~ 

"' 6 
~ 

0 

:;'l 
'I' 
0 
0 
0 
0 

"' ~ 
"' 

~ 

N 
N 

~ 

~ 

~ 
)> 
z 
:2: 
)> 
--< 
lN 

u 
I 
)> 
n 
1'1 
(_f) 
~ 

""""" 0 
GJ 

~ 

0 

"' 0 z 
c 
" 0 "' '" 0 

>t:>-

""""" 0 0 

~ GJ z 
" >t:>- z 
c 

l\J 
., 
"' ~ ~ 

l\J 

0 
< 
1'1 
:::::0 

:2: 
1'1 

:::::0 

ALL INFORMATION CONTAINED IN OR 
DISCLOSED BY THIS DOCUUENT IS 

""""" 
CONSIDERED CONFIDENTIAL AND 
PROPRIET"-RY BY RA.IN FOR RENT. ALL 
DISCLOSURES OF DESIGN INFORMATION 

"' AND REPRODUCTION OF THIS DOCUMENT 
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EXCLUSIVELY RESERVED BY AND TO RAIN 
FOR RENT AND COUMUNICATUION OF 

""""" 
THIS INFORW\TION TO OlHERS IS 
PROHIBITED WITHOUT THE PRIOR WRmEN 
CONSENT OF ~N FOR RENT 

§ 

~~@~, 
~R: 
~ 

~ 

~ 
0 

~ 

c 
z 
0 
1'1 
:::::0 

:2: 
1'1 

:::::0 

Rain For Rent 
Engineering 

3404 STATE ROAD PO BOX 2248 BAKERSFIELD CA 93303 
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18,100 GALLON WORKSAFE TANK 
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Features 

Manifold connections are 6" 150 lb flanges 
Quadruple bag filter 
Bag filter for high solids holding capacity 
Replaceable bag filters from 1 00 to 1 micron nominal 
rating 
No moving parts 
Skid mounted 

Technical 

Bag filter chambers connect in parallel 
Units are fitted with bleed valves and pressure 
gauges 
System can stand alone for sediment removal or be 
used in combination with filter equipment 
Footprint: 62" long x 36" wide x 61" high 
Dry weight: 1,150 lbs. 

Material Specifications 

Chambers constructed of 304 Stainless Steel 
Piping constructed of 304 stainless steel 

Rain 

Each bag filter chamber holds one (1) 7" x 30" double- stitched filter bag 
Maximum operating pressure: 125psi 
Stainless Steel inlet and outlet manifolds 

Available Accessories 

Power Prime Pumps 
Spill Guard Containment berms 
Stainless Steel 304 and Carbon Steel storage tanks in 
Bi-Level, Mixer, Weir and Manifold configurations 
Polyethylene storage tanks 
Cartridge and bag filters 
HOPE pipe and fittings 
Roll off boxes, dewatering bins and vacuum boxes 
Flow meters and pressure reducing/ sustaining valves 
Aluminum Victaulic pipe and fittings 
Suction and discharge hose 

P.O. Box 2248 
Bakersfield CA 93303 

800-742-7246 
661-393-1542 

FAX 661-393-1542 
www.rainforrent.com 
info@rainforrent.com 

Rain for Rent is a registered trademark 
of Western Oilfields Supply Company. 

Features and Specifications are subject to 
change without notice. 
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PoWER 

DV-80 Vacuum Assist Self-Priming Pump 

PerfonnanceCurvefor II>W21D 
F1owslndicatedAreAt 10' SuctionLiftln Clean Water 
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I DISCHAAGE 

Flows given in American Gallons Per Minute 

Fuel consumption: 0.96 GPH @ 2,800 RPM 
PPP-DVOS0-250-01/00 

DV-80 
8rzE3"x3' 
$~GPM1\tl\x 

$lm8Fr HFAulVI\x 

• Solidshandlingcapabilitiesto 1-~" diametermaximum 
• O:mtinuousselfpriming 
• Runsdcyunattended 
• Suctionlift to 28' 
• Skidortrailermounted 
• StainlessSteel Pump Options 

• The DV-80is flex coupled to a DeutzF3M1008 
3-cylinderdieselengineproducing15. 75 HP@ 2800rpm 

• Theengineis 12voltelectricstartwithcontrolpanel. 
• The pumpandengineare skid or trailermounted 

withliftingbracketandintegral24-hourminimum 
capacityfuel tank. 

• Belt-drivencompressoris fitted to operatethe air-ejector 
primingsystem. 

• Othermakesof dieselenginesandelectricpower 
optionsare available. 

• Standardbuild: castironwetend, withopenimpellers 
andreplaceablewearplates . 

• The mechanicalseal, withsolidsiliconcarbide 
matingfaces, is lubricatedin an oil bath. 

• Suctionand dischargeflangesare 3" ANSI 150# FF . 

E I E 
www. powerprime.com saleS@powerprime.com 

PO Box 2248 • Bakersfield, CA 93303-2248 
(800) 647-7246 • (661) 399-9058 • FAX(661) 399-3374 
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